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Westin Automotive Products, Inc. 
320 W. Covina Blvd 
San Dimas, Ca. 91773 

Thank you for choosing Westin products 
for additional installation assistance please call 

Customer Service (800) 793-7846 
www.westinautomotive.com 

P.N.: 75-1051-RevC ECO #: W16-0053 DATE: 9/19/16 

INSTALLATION INSTRUCTIONS 

AUTOMOTIVE PRODUCTS, 

PRO TRAXX 4 OVAL STEP BAR & PRO TRAXX 5 OVAL STEP BAR 

APPLICATION:  

2015-2017 Ford F-150 Super Cab / Super Crew 

2017 Ford F-250/350 Super Cab / Crew Cab 

PART NUMBER:  

21-23930, 21-23935, 21-23940, 21-23945, 21-53930, 21-53935, 

21-53940, 21-53945 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1,2 2 SIDE STEP BAR, DRIVER(1) AND PASSENGER(2) 13MM SOCKET 

3 4 , 6* UNIVERSAL SUPPORT BRACKET SOCKET EXT. 

4 2 ñAò FRONT MOUNTING BRACKET HEX KEY TOOL 

(INCLUDED) 5 2 , 4* ñBò REAR MOUNTING BRACKET 

6 16 , 24* M8 HEX NUT (YELLOW ZINC) RATCHET 

7 16 , 24* M8 FLAT WASHER (YELLOW ZINC) TORQUE WRENCH 

8 16 , 24* M8 SPLIT LOCK WASHER (YELLOW ZINC)  

9 4 , 6* M8 CARRIAGE SQUARE NECK BOLT (BLACK ZINC)  

10 8 , 12*  M10 INTERNAL TOOTHED LOCK WASHER (STAINLESS)  

11 8 , 12* M10 FLAT WASHER (STAINLESS)  

12 8 , 12* M10 BUTTON HEAD SCREW (STAINLESS)  

13 12 , 18* M8 PLASTIC RETAINER SQUARE  

14 4 , 6* PLASTIC BRACKET COVER  

15 8 , 12* M6 HEX HEAD CAP SCREW (YELLOW ZINC)  

16 16 , 24* M6 FLAT WASHER (YELLOW ZINC)  

17 8 , 12* M6 NYLON NUT (YELLOW ZINC)  

QUANTITY VARIES FOR SUPER CAB AND SUPER CREW. SUPER CREW QUANTITY HAS A (*) NEXT TO THE AMOUNT. 

ANTI-SEIZE LUBRICANT MUST BE USED ON ALL STAINLESS STEEL FASTENERS TO PREVENT THREAD DAMAGE AND GALLING 

Both Pro Traxx 4 & 5 

B  B  A  A  

Pro Traxx 4 Shown Pro Traxx 5 Shown 

ITEM 4 ITEM 5 ITEM 4 ITEM 5 

ITEM 3 ITEM 14 
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PROCEDURE 

1. Remove contents from box, verify if all parts listed are present and free from damage.  

Carefully read and understand all instructions before attempting installation. 

Failure to identify damage before installation could lead to a rejection of any claim. 

2. Locate factory welded studs on the rocker panel. See Fig. 1. 

3. Thread M8 square plastic poly retainer (Item 13) onto each factory studs for driver side. Repeat for passenger side.         

See Fig. 2.  (Note: The plastic poly retainers are necessary to prevent reaction between supplied steel equipment and 

aluminum rocker panel.) 

Fig. 1 

Factory studs shown.  

Rear driver side shown. Fig. 2 

Thread plastic retainers 

onto factory studs. 

Rear driver side shown. 

4. Loosely install the universal support brackets to all mounting brackets with supplied M8 carriage square neck bolt and M8 

hardware. See Fig. 3. (Note: See Fig. 7 and Fig. 8 for placement of mounting brackets.) 

5. Loosely install driver side mounting brackets to rocker panel with supplied M8 hardware. Repeat for passenger side. See 

Fig. 4. 

Install universal bracket to mounting 

brackets with supplied M8 square 

neck bolt and M8 hardware. 

Fig. 3 

6. Locate (1) plastic bracket cover (Item 14) and loosely secure it to the (4/6) brackets using the provided hardware: (2) M6 

hex head cap screws, (4) M6 flat washers, and (2) M6 nylon nuts. Repeat for every bracket. See Fig. 5.   

7. Loosely install the Pro Traxx step bar assembly to the previously installed mounting brackets with the supplied M10 hard-

ware. (Note: Driver side step tube will be packaged in a clear poly tube and passenger side will be packaged in a red poly 

tube, the Westin logo should face outward when installed.) See Fig. 6.  

8. Align and adjust as necessary then torque hardware : M8 to 15-18 ft-lbs, M10 to 30-35 ft-lbs, and M6 to 7-8 ft-lbs.   

Fig. 4 

Install mounting brackets 

to rocker panel with  

supplied M8 hardware.  

Rear driver side shown. Fig. 5 


